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*Adjustable
latch

*Adjustable
position 

with screws



TECHNICAL FEATURES 
• 60 or 70 mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) 

(optional with connecting sheet)
• Door leaf injected with polyurethane foam “PUR” 

CFC free 

67

Threshold «FP»

Threshold «SS» 

Threshold «GR»
L= Free passage width
H= Free passage height

140
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TECHNICAL FEATURES 
• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Flat frame with upper opening to allow the passage of 

the guideway track (optional with connecting sheet)
• Door leaf injected with polyurethane foam “PUR” CFC 

free 

Threshold «FP»

Threshold «SS» 

Threshold «GR» L= Free passage width
H= Free passage height

140

mi
n.

mi
n.
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TECHNICAL FEATURES 
• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• L” shape PVC frame (mm 100) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»

Threshold «SS» 

Threshold «GR»
L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• L” shape PVC frame (mm 100) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation upper opening to 
allow the passage of the guideway track 

• Door leaf injected with polyurethane foam “PUR” CFC 
freev

Threshold «FP»

Threshold «SS» 

Threshold «GR»
L= Free passage width
H= Free passage height

mi
n.

mi
n.
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• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100) with semi-recessed 

frame stop and additional modules to reach the 
thickness of the panel. PVC counterframe for wall 
installation 

• Door leaf injected with polyurethane foam “PUR” CFC 
free

Threshold «FP»

Threshold «SS» 

Threshold «GR»

L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100) with semi-recessed 

frame stop and additional modules to reach the 
thickness of the panel. PVC counterframe for wall 
installation 

• Door leaf injected with polyurethane foam “PUR” CFC 
free

Threshold «FP»

Threshold «SS» 

Threshold «GR»

L= Free passage width
H= Free passage height





0  /-20 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) (optional 

with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 
• Heating cable apply into the gasket 

Threshold «FP»

Threshold «SS» 

Threshold «GR»
L= Free passage width
H= Free passage height

140





0  /-20 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100) with semi-recessed 

frame stop and additional modules to reach the 
thickness of the panel. PVC counterframe for wall 
installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the gasket 

Threshold «FP»

Threshold «SS» 

Threshold «GR»

L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100) with semi-recessed 

frame stop and additional modules to reach the 
thickness of the panel. PVC counterframe for wall 
installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the gasket 

Threshold «FP»

Threshold «SS» 

Threshold «GR»

L= Free passage width
H= Free passage height





0  /-20 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100) with additional modules 

to reach the thickness of the panel. PVC counter-frame 
for wall installation.  

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the gasket 

Threshold «FP»

Threshold «SS» 

Threshold «GR»
L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 90/120 mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) (optional 

with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 
• Heating cable apply into the frame or into the 

gasket 

Threshold «FP»

Threshold «GR»
L= Free passage width
H= Free passage height
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Soglia «FP»

TECHNICAL FEATURES 
• 90/120 mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• L” shape PVC frame (mm 140) with additional modules 

to reach the thickness of the panel. PVC counterframe for 
wall installation 

• Door leaf injected with polyurethane foam “PUR” CFC 
free

• Heating cable apply into the frame or into the gasket 

Threshold «FP»

Threshold «GR»
L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 70mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140x45) 

(optional with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140x45) 

(optional with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) (optional 

with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 

Threshold «FP»

Threshold «SS» L= Free passage width
H= Free passage height
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Threshold «SS» 
L= Free passage width
H= Free passage height

TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing flat aluminum frame (140 mm x 

thick 45 mm) 
• Door leaf injected with polyurethane foam 

“PUR” CFC free 





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Frontal fixing PVC flat frame (mm 140x45) with 

upper opening to allow the passage of the 
guideway track (optional with connecting sheet)

• Door leaf injected with polyurethane foam 
“PUR” CFC free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
 40mm or 60mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• FRAMELESS DOOR to be applied directly to 

the cold room panel
• Door leaf injected with polyurethane foam 

“PUR” CFC free 

Threshold «SS» L= Free passage width
H= Free passage height

40

40





0 / +4 °C
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TECHNICAL FEATURES 
• 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140x45) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP» L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140x45) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 60mm or 70mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• L” shape PVC frame (mm 100) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation 

• Door leaf injected with polyurethane foam “PUR” CFC 
free

Threshold «FP»

Threshold «SS» L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»

Threshold «SS» L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140x45) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation, upper opening to 
allow the passage of the guideway track 

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»

Threshold «SS» 

L= Free passage width
H= Free passage height





0 / +4 °C
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TECHNICAL FEATURES 
• 90mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140) with modules to reach 

the thickness of the panel. PVC counterframe for wall 
installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «FP»
L= Free passage width
H= Free passage height





0 / +4 °C
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100

Standard automation  include: Gear 
motor; transmission by chain, control box 
with inverter, Automated door safety 
protection, flash light INT/EXT, Spring 
cable, Couple of TIR switches and 
photoelectric cells 





0  /-28 °C
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TECHNICAL FEATURES 
• 90mm or 120 mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) (optional 

with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 
• Heating cable apply into the frame or into the 

gasket 

Threshold «FP» L= Free passage width
H= Free passage height

12
0 

   O
PT

 m
m

 9
0

120    OPT mm 90
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TECHNICAL FEATURES 
• 90 mm or 120 mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing flat aluminum frame (140 mm x 

thick 45 mm)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 
• Heating cable apply into the frame or into the 

gasket 

Threshold «FP» L= Free passage width
H= Free passage height





0  /-28° °C
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TECHNICAL FEATURES 
• 90mm or 120 mm thick aluminum door leaf
• Internal and external coating in white 

plasticoated metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• Front fixing PVC flat frame (mm 140) (optional 

with connecting sheet)
• Door leaf injected with polyurethane foam 

“PUR” CFC free 
• Heating cable apply into the frame or into the 

gasket 

Threshold «FP»

L= Free passage width
H= Free passage height





0  /-28 °C
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TECHNICAL FEATURES 
• 90mm or 120 mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140x45) with additional modules 

to reach the thickness of the panel. PVC counterframe for 
wall installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the frame or into the gasket 

Threshold «SS» L= Free passage width
H= Free passage height

12
0 

   O
PT

 m
m

 9
0

120    OPT mm 90 H 
+ 

28
0 

m
m
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TECHNICAL FEATURES 
• 90mm or 120 mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 100x25) with additional 

modules to reach the thickness of the panel. PVC 
counterframe for wall installation 

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the frame or into the gasket 

Threshold «FP» L= Free passage width
H= Free passage height





0  /-28 °C
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TECHNICAL FEATURES 
• 90mm or 120 mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• “L” shape PVC frame (mm 140x45) with semi-recessed 

frame stop and additional modules to reach the 
thickness of the panel. PVC counterframe for wall 
installation

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

• Heating cable apply into the frame or into the gasket 

Threshold «FP» L= Free passage width
H= Free passage height





0 / +4 °C

6102



6103

TECHNICAL FEATURES 
• 40mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Lower and perimetral EPDM gasket
• uncoated PVC flat frame (mm 100 x 25mm thick) 
• Door leaf injected with polyurethane foam “PUR” CFC 

free 

L= Free passage width
H= Free passage height

Threshold «SS» 
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TECHNICAL FEATURES 
• 40mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Perimetral gasket
 Anodized aluminum telescopic frame for different

panel thickness (from 60 to 90 mm / from 91 mm to 
120 mm)

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «SS» L= Free passage width
H= Free passage height
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TECHNICAL FEATURES 
• 40mm thick aluminum door leaf
• Internal and external coating in white plasticoated

metalsheet Similar Ral 9003
• Anti-shearing EPDM gaskets are applied on the leaf

(vertical edges)
 Anodized aluminum telescopic frame for different panel 

thickness (from 60 to 90 mm / from 91 mm to 120 
mm)

• Door leaf injected with polyurethane foam “PUR” CFC 
free 

Threshold «SS» L= Free passage width
H= Free passage height
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